Specifications

Overview

Product Name

Magnetic Car Mount

Model

CTVK33

Applicable Place

Package List

Dashboard

Accessories Attaching Steps

Magnetic Car Mount Parts

Accessories Package

Suitability
Types

Fixed Nut

Magnetic Base

• Cleaning Wipe

Thin
Phone
Case

Thick
Phone
Case

Textured
Phone
Case

+
Rectangular
Transparent Sticker
+
Rectangular
Metal Plate

Magnetic Car Mount ×1
Suction Cup ×1
Accessories Package ×1,
User Guide ×1

• Transparent Sticker

SCAN THE CODE TO
WATCH USING VIDEO

Cellphone

The parameters above are derived from the laboratory of
VICSEED. The actual parameters may differ from product
to product or other factors. All images shown here are for
reference only.

Suction Cup Lock

• Metal Plates

HOLDER

(Single-use, not reusable)

Suction Cup

MAGNETIC CAR MOUNT

Installation Steps
3. Tear off the protective paper and paste the metal plate
onto the transparent sticker.



2. With thin phone case: Put 1 or 2 pieces of metal plates
between phone and phone case.


Or

3. On texture phone case: Paste the thick round metal plate
on the back of the phone case (No need to use
transparent sticker), press and hold for 1 minute before
using it.

5. Liquid silicone cases or leather cases are not suitable.

1. Unscrew the fixed nut from the magnetic base and
remove it.

1. Using a cleaning wipe to clean where the metal plate
attach.

4. Paste on flat and smooth surface only.
Round
Transparent Sticker
+
Thin Round Metal
plate

Angle Adjustable Knob

1. On the back of the phone: Paste a transparent sticker on it
first, then attach the metal plate so it will be removed
easily in the future.

In order to show how to attach the metal plate, we take
thin round metal plate for example

+

(Single-use, not reusable)

Ball Joint

Tips for Pasting the Metal Plates

2. Tear off the protective film from the transparent sticker,
then stick it to the center on the back of the
phone/phone case.

6. For wireless charging: Do not stick the metal plate to the
center on the back of the phone, as the metal will
interfere with wireless charging. (It is recommended to
attach the metal plate to the phone case and remove the
phone case before using wireless charging.)

4. Press and hold them for 1 minute.

2. Let the ball joint pass through the fixed nut from the
smaller opening side. Then push the ball joint firmly
into the groove on the back of the car mount.

2

Or

1

Thick Round
Metal Plate

MAKE YOUR LIFE SIMPLE

3. Tighten the fixed nut.

5. Push the suction cup lock to top position. Tear off the
transparent protective film of the suction cup, then
place the suction cup on the dashboard pad(or
dashboard), press the suction cup to lock and the
suction cup can be fixed firmly.

7. Put the mobile phone with the metal plates on the
magnetic base, then you can use it.

FAQs

Attentions

• Affect wireless charging

•
•
•
•

All metal would affect wireless charging. To avoid this
occasion, do not paste the metal plate to the center of the
back of the phone. If your phone case pasted with metal
plate, please remove the case before charging.

• Magnetic power is not strong / Phone falls


②
4. Choose a flat surface on the dashboard, and clean the
surface where you need to install the car mount with a
wet cloth. Wait it to dry, and then install the dashboard
pad.
(Tear off the red protective sticker of dashboard pad,
stick the pad to the position where you want to install
the car mount. Press it firmly for 1 minute to fix it. Let it
sit for 24 hours before installing the car mount.)

stickiness
reach
5%~10%

stickiness
reach
20%~30%

stickiness
reach
60%~70%

stickiness
reach
80%~100%

＜1 Hour

＜6 Hours

≥24 Hours

≥72 Hours

The dashboard pad is disposable. Once pasted, it's
hard to remove. Once applied, it cannot be used again.
Please choose the appropriate position to install the
dashboard pad.

③

1. Magnetic suction bearing is limited. If your phone or
phone case is heavy, you can attach a metal plate to the
outside of the phone case and sandwich a metal plate
between your phone and phone case to increase the
suction.
2. Please paste the metal plate to the center of the phone
to ensure that the gravity center is stable enough.

Do not disassemble.

12-month limited warranty

Do not install while driving.
Please keep this product away from any magnetic
items, otherwise, demagnetization might happen.

• Please keep the accessories for replacement.
• Keep the car mount away from children.

Lifetime technical support

support@vicseed.com

• Metal plate or transparent sticker can’t stick
6. Adjust the car mount and bracket mount angle knob to
find the best viewing angle.

SHENZHEN HOMGMI TECHNOLOGY CO., LTD.

1. If the metal plate and transparent sticker are not pasted
firmly, please check whether they are installed correctly.
2. Make sure the back of your phone or phone case
material is not leather, liquid silicone, or other matte
surfaces. (These types of surface plate are not suitable
for pasting metal plate and transparent sticker.)

Add: RM1503, BLK C, Zhantao Technology BLDG, Minzhi
Avenue, Minzhi ST, Longhua DIST, Shenzhen, China
@vicseedglobal

Email : support@vicseed.com
Web : www.vicseed.com

• Need Any Help?
Get fast solutions from brand customer service at:
VDPI01055A

Customer Service

Avoid dropping.

support@vicseed.com

For more information, please visit:
www.vicseed.com

Shenzhen Homgmi Technology Co., Ltd. All Rights
Reserved.
Made in China

